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 »フックのみを使った吊り下げ作業に比べて1/3の作業時間で効率的です。
 »一体型のハンガーのため、すぐに使うことができます。
 »プレート状のフックのため耐荷重に優れ、吊り下げポイントで最大30kg、
 ハンガー全体では最大100kgまで使用可能。
 »鋭利な先端形状により治具跡を最小限に抑えます。

HQS　-クイックシャフト　鉄

ボックス品番 個(箱) パック品番 個(袋)
吊下げ
ポイント数

L
mm

A
mm

c/c
mm

Ø
mm

アン
グル

先端
形状

HQS 800X100X4 PA 90 HQS 800X100X4 PA-P 1 8 800 450 100 4 A
HQS 800X100X4 90A 90 HQS 800X100X4 90A-P 1 8 800 450 100 4 90° A
HQS 800X200X4 PA 90 HQS 800X200X4 PA-P 1 6 800 350 200 4 A
HQS 800X200X4 90A 90 HQS 800X200X4 90A-P 1 6 800 350 200 4 90° A
HQS 1000X100X4 PA 90 HQS 1000X100X4 PA-P 1 10 1000 550 100 4 A
HQS 1000X100X4 90A 90 HQS 1000X100X4 90A-P 1 10 1000 550 100 4 90° A
HQS 1000X200X4 PA 90 HQS 1000X200X4 PA-P 1 6 1000 550 200 4 A
HQS 1000X200X4 90A 90 HQS 1000X200X4 90A-P 1 6 1000 550 200 4 90° A
HQS 1200X100X4 PA 90 HQS 1200X100X4 PA-P 1 14 1200 550 100 4 A
HQS 1200X100X4 90A 90 HQS 1200X100X4 90A-P 1 14 1200 550 100 4 90° A
HQS 1200X200X4 PA 90 HQS 1200X200X4 PA-P 1 8 1200 550 200 4 A
HQS 1200X200X4 90A 90 HQS 1200X200X4 90A-P 1 8 1200 550 200 4 90° A
HQS 1200X100X4 PAS 150 HQS 1200X100X4 PAS-P 1 7 1200 550 100 4 A
HQS 1200X100X4 90AS 150 HQS 1200X100X4 90AS-P 1 7 1200 550 100 4 90° A
HQS 1200X100X4 PC 80 HQS 1200X100X4 PC-P 1 14 1200 550 100 4 C
HQS 1200X100X4 90C 80 HQS 1200X100X4 90C-P 1 14 1200 550 100 4 90° C
HQS 1200X100X4 PD 90 HQS 1200X100X4 PD-P 1 14 1200 550 100 4 D
HQS 1200X100X4 90D 90 HQS 1200X100X4 90D-P 1 14 1200 550 100 4 90° D
HQS 1200X100X4 PE 80 HQS 1200X100X4 PE-P 1 14 1200 550 100 4 E
HQS 1200X100X4 90E 80 HQS 1200X100X4 90E-P 1 14 1200 550 100 4 90° E
HQS 1200X100X4 PF 90 HQS 1200X100X4 PF-P 1 14 1200 550 100 4 F
HQS 1200X100X4 90F 90 HQS 1200X100X4 90F-P 1 14 1200 550 100 4 90° F
HQS 1200X100X4 PG 80 HQS 1200X100X4 PG-P 1 14 1200 550 100 4 G
HQS 1200X100X4 90G 80 HQS 1200X100X4 90G-P 1 14 1200 550 100 4 90° G
HQS 1200X100X4 PH 90 HQS 1200X100X4 PH-P 1 14 1200 550 100 4 H
HQS 1200X100X4 90H 90 HQS 1200X100X4 90H-P 1 14 1200 550 100 4 90° H
HQS 1200X100X4 PI 90 HQS 1200X100X4 PI-P 1 14 1200 550 100 4 I
HQS 1200X100X4 90I 90 HQS 1200X100X4 90I-P 1 14 1200 550 100 4 90° I
HQS 1200X100X4 PJ 90 HQS 1200X100X4 PJ-P 1 14 1200 550 100 4 J
HQS 1200X100X4 90J 90 HQS 1200X100X4 90J-P 1 14 1200 550 100 4 90° J
HQS 1200X100X4 PL 90 HQS 1200X100X4 PL-P 1 14 1200 550 100 4 L
HQS 1200X100X4 90L 90 HQS 1200X100X4 90L-P 1 14 1200 550 100 4 90° L
HQS 1200X100X4 PM 90 HQS 1200X100X4 PM-P 1 14 1200 550 100 4 M
HQS 1200X100X4 90M 90 HQS 1200X100X4 90M-P 1 14 1200 550 100 4 90° M
HQS 1200X100X4 PN 90 HQS 1200X100X4 PN-P 1 14 1200 550 100 4 N
HQS 1200X100X4 90N 90 HQS 1200X100X4 90N-P 1 14 1200 550 100 4 90° N
HQS 1200X100X4 PO 90 HQS 1200X100X4 PO-P 1 14 1200 550 100 4 O
HQS 1200X100X4 90O 90 HQS 1200X100X4 90O-P 1 14 1200 550 100 4 90° O
HQS 1200X100X4 PP 90 HQS 1200X100X4 PP-P 1 14 1200 550 100 4 P
HQS 1200X100X4 90P 90 HQS 1200X100X4 90P-P 1 14 1200 550 100 4 90° P
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 »HQSシャフトを延長するためのパーツです。
 »全てのHQSシリーズに取り付け可能です。

Design Patent

ボックス品番 個(箱) パック品番 個(袋) 板厚mm
HQS EXT 100 HQS EXT-P 1 2

サンプルのご請求や価格のご確認はこちら：www.iwata-fa.jp
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